
 
 
 
 
 
 

Smart exclusion zone. 
Personal visual alert. 

 
 

 PREVENTION  
 ENGINEERING FOR  
 WORKPLACE HEALTH  

 
 
 
 
 
 
 
 
 

Smart exclusion zone 
Simply place an iNDiCATOR onto a piece of equipment, or wear on the wrist of 
the hand operating the equipment, and only during use; an  exclusion zone is 
instantly created around the equipment. 

 
Roaming employees breaching the exclusion zone are detected, 
triggering                             warnings to the roaming employee and the equipment user. 

 
Exclusion zone breach data becomes a rich repository of near misses within the 
Reactec Analytics to inform control measures. 

 

Protect your workers’ health in the workplace 
The iNDiCATOR and Reactec Analytics enable you to measure what's happen- 
ing, tailor your controls faster and engineer out risk. 

Multi-use device 
The iNDiCATOR is an invaluable 
addition to your Reactec fleet 
of HAVWEAR watches and 
configurable to provide either: 

1 SMART EXCLUSION ZONES 
Help stop employees coming into 
contact with dangerous equipment 

2 PERSONAL VISUAL ALERTS 
Indicate the risk status of any sensor 
within the Reactec ecosystem. 

 

Helps ensure workers 
comply with exclusion zones 
around equipment. 

Analytics of near misses 
drive effective controls and 
evidence of effectiveness. 

 
 
 
 

Exclusion zone features 
The iNDiCATOR is fully integrated with the Reactec ecosystem and built on proven technology. 
All breach data is automatically collected and distributed to appropriate duty holders in full 
compliance with GDPR. Devices are allocated daily on demand. 

 
 
 

Auto-creation of 
exclusion zone. 

 
 
 

Customisable 
exclusion 

zone range. 

Real-time 
worker alerts. 

Intuitive risk 
analytics to 

improve controls. 

Traffic light 
exclusion 

zone status. 

Rechargeable 
battery lasts 

c.12 hours p/c. 

Waterproof 
to IP67 

Smart zones are only created 
during equipment use, 
avoiding  unnecessary 

exclusion zones. 
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LIGHT STATUS 

Sign out an iNDiCATOR 
and HAVWEAR* which will 
automatically be paired. 

LIGHT STATUS 

 Place the iNDiCATOR  
into a holder attached 
to a tool, or a wrist strap for 
wearing on the wrist. 

 

LIGHT STATUS 
 

Or sign out a paired set of 
iNDiCATORs and HAVWEAR 
to improve 360o detection. 

 
 

LIGHT STATUS 
 

HAVWEAR and iNDiCATOR 
detect vibration and set up 
an exclusion zone around 
the tool. 

Exclusion zone 
Configurable range - 360° detection. 

3m 
5m 

7m 
9m 

 

LIGHT STATUS 
 

When a colleague with a HAVWEAR breaches the exclusion 
zone, both the HAVWEAR and the equipment users’ HAVWEAR 
will  sound an alert and vibrate while the iNDiCATOR light flashes 
red. 

 
An iNDiCATOR will create an exclusion zone in response to 
equipment being in use even if the tool user is not wearing a 
HAVWEAR. 

 
*While in the field the iNDiCATOR can be unpaired from one 
employee and paired to a new employee. 

The HAVWEAR and iNDiCATOR are returned to a docking station 
at the end of a shift for automatic data transmission to the 
Reactec Analytics on-line reporting. The Reactec Analytics does 
the heavy lifting for you to turn near miss data into informed 
controls 

 

HAVWEAR and iNDiCATOR can alert field 
operatives when a breach occurs. 

 

 
Attaching the iNDiCATOR 
to equipment 

An iNDiCATOR holder can be screwed to the 
equipment or fixed with adhesive or cable ties. 

 
The iNDiCATOR then easily clips into the holder to 
be securely held during the equipment's use. 

 
 
 
 
 
 
 
 
 
 
 
 

Personal visual alert 
Visual warning to heighten employee awareness and 
provide supervisors with a line of site view of risk status. 

 
By adding this low-cost visual iNDiCATOR to your Reactec 
ecosystem, and when worn for maximum visibility, it provides 
real-time visual alerts to workers and colleagues when a sensor 
detects increased level of risk - for real-time intervention. 

 
For example, the iNDiCATOR’s light colour can reflect a 
HAVWEAR                         determined HAV exposure level. 

 

 
 
 
 

Tel: 0131 221 0930 
Email: info@reactec.com 
www.reactec.com 

Visual risk status of any sensor 
within the Reactec ecosystem. 
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Avoid 
mounting 
on high 
vibration 
surfaces 
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